EGLO

11809
LM _LED E27 - V1

General Information

Material number 11809

Type illuminant

Technology LED - HV

Light colour Complete TUNEABLE WHITE

Socket Type (1) E27

Illuminant Type (1) E27-LED-G95

Energy Efficiency Class A+

kW/1000h 12

EAN/UPC 9002759118099 DIO
Dimensions
Article Diameter (in mm) 95 v
Article Length (in mm) 140

Light Information

. | . . [ENERG %%
Nominal Luminous Flux (in Im) 1055 eHeprua - EVEPYELQ
Rated Luminous Flux (90°/120°/full) 1000

EGLO 11809
Colour Temperature 2700-6500K

Colour Rendering Index (Ra, CRI) >80

Colour Tolerance (LED, SDCM) <6 m

Technical Information

Equivalence With Incandescent 75

Lamp (W) _
Lamp Power Factor 0.5 _
Nominal Current (in mA) 96 12 kwh/1000h
Nominal Lamp Power (in W) 12

Nominal Lifetime (in h) 25,000
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Rated Lamp Power (0,1W precision) 12
Rated Lifetime (in h) 25,000

Switch information

Function control via remote control
CCT

Starting Time <0,5 sec
Warm-Up Time up to 60% < 1lsec E G L O
15,000

Switching Cycles
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